
EE Type 3b Battery Locomotive 

LB_0020A&B 

Please Note: 

This kit is produced in 3D printed resin. Although quite durable the material will not stand rough 
handling and may be liable to cracking. Due to the nature of these production methods there may be 
some minor flaws that need a little attention from a file and or filler. Please read and familiarise 
yourself with the instructions before starting. 

Before starting your kit please check the contents. In your package should be: 

1x Main Body 1x Cab Roof 2x Draw Hooks 
2x Brake Assemblies 1x Control Desk 1x Driver 
3x Lengths of Handrail Wire 1x Handbrake Wheel 4x buffers 
9x Handrail Knobs Glazing Sheet 

The main body is provided having been already removed from its moulding sprues. Check the body 
over for any small left-over pips and remove them with a modellers file if necessary.  

The cab handrails can now be fitted. Gently open out the eight wholes on the cab sides (four on 
each side) with a 0.9 mm drill bit. The handrails can now be made by fitting two handrail knobs onto 
a length of wire and fixing in place before cutting to length. A further eight holes can be opened up 
with a 0.5mm drill bit. Small handrails can then be formed by bending the remaining wire in the end 
of a pair of long nose pliers into a U shape. 

Now fit the drawhooks through the slots in the bufferbeams. These need their tails cutting right 
down after fitting into the slot with a drop of superglue. 

The two brake assemblies can be removed from their sprue and fitted to the underside of the body.  

The four buffers can now be fitted, remove them carefully from the sprue before fitting. 

The main body is now ready for painting. Firstly, ensure it is properly clean with a gentle wash in 
warm soapy water. Once completely dry the body can be spray or brush painted. Start with a 
primer before applying the body colour. 

Once thoroughly dry we recommend painting the cab interior wall colour. The control desk can also 
be trial fitted and the sides filed to ensure a good fit. The control desk can now be painted before 
fitting. 

Carefully mask the body to allow the neat painting of the running plate and frames/axleboxes in 
black. The cab roof can also be painted black. 

The donor chassis needs no modification. The chassis is fitted to the body using the screw supplied 
with the chassis. 

Some clear glazing is included and this may be fitted as required.  A handbrake stand is also included 
and can be fitted if required. The roof can now be glued in place or left removable.  

Finally fit the two couplings into the NEM sockets ensuring they are the correct way up.  



 Your locomotive is now ready to haul its first train! 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

We hope you have enjoyed building this kit. If you have any questions, please do not hesitate to 
contact us at management@hardyshobbies.co.uk 


